FOR DEVICE LABELING SEE CITY STD
WARNING TAG INFORMATION DET 188~1
SEE CITY ST})\ DET RW-1C

POTABLE

IDENTIFY
WATER
TE WATER
USAGE
DEVICE
FRONT

WARNING
RECYCLED/
RECLAIMED
WATER DO

NOT DRINK
FRONT BACK - NOTE: ALL WATER METERS, AIR/VACUUM RELIEF VALVES, VALVES, PRESSURE
REDUCING VALVES, PUMPS, PUMP CONTROL VALVES, ETC., SHALL BE
TAGGED OR LABELED INDICATING WHETHER THE DEVICES
ARE ON RECYCLED WATER OR POTABLE WATER SYSTEM.

AVISO

AGUA IMPUR
NO TOMAR

WATER CONTROL DEVICE DETAIL

NOT TO SCALE

VALVE BOX VALVE BOX
NAMEPLATE / NAMEPLATE

7 —
IRRIGATION VALVE BOX RRIGATION
NOTES:
1. FOR NEW INSTALLATIONS, : - S
INSTALL CARSON PURPLE S0 Nt o e EED i

IRRIGATION VALVE BOXES (OR
Egg%ia?@% USED FOR D0 NOT DRINK-NO TOMAR®
APPLICATIONS, BOXES SHALL
BE IMPRINTED WITH THE ))
INFORMATION THAT IS SHOWN \
ON THE VALVE BOX
© NAMEPLATE. SEE RIGHT —~-> VALVE BOX NAMEPLATE INFO: T. CHRISTY
ENTERPRISES, INC. CATALOG P/S: 3800 (OrR
APPROVED EQUAL).

IRRIGATION BOX COVERS/LIDS DETAIL

NOT TO SCALE

e
RECYCLED WATER LABELS - 1 —__ froveon
RW-1A




TOP OF LID TO BE STAMPED OR
LABELED PER "IRRIGATION BOX
COVERS/LID DETAILS”

TOP OF LID TO BE STAMPED OR
LABELED PER "IRRIGATION BOX
COVERS/UID DETAILS"

STAINLESS STEEL

J

WARNING TAG

SEE CITY STD DET RWi~C CLAMP

WARNING TAG PEA GRAVEL,
6" DEPTH

SEE CITY STD DET RWi—C

/—‘ COMMON BRICK

#4 REBAR, 24" LONG

LITITTT]

& | o 3
NOTE: REPLACE ALL EXISTING :
QUICK COUPLING VALVES WITH 4
NON-~POTABLE LOCKING PURPLE m
THERMOPLASTIC RUBBER COVERS 5
GATE VALVE DETAIL QUICK COUPLING VALVE DETAIL
NOT TO SCALE NOT TO SCALE
TOP OF LID TO BE STAMPED OR
LABELED PER "IRRIGATION BOX
/ COVERS/LID DETAILS"
N3
Q |
WARNING TAG
SEE CITY STD
DET RWi~C
pillilgy
S —
QO ZXO0RSoS TN T°
& 0
REMOTE CONTROL VALVE DETAIL
NOT TO SCALE
RECYCLED WATER LABELS -2 j bl
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RECYCLED WATER POTABLE WATER
AN N\

S N

RECYCLED WATER COLOR: PURPLE DRINKING WATER COLOR: BLUE

WARNING
POT, AGUA
RECYCLED/ WA%?;'E PARA
RECLAIMED NG TOMAR TOMAR
WATER DO
NOT DRINK
FRONT BACK FRONT BACK

SAMPLE WARNING TAG. BACKGROUND PURPLE
(PANTONE 512) WITH BLACK LETTERING.

NOTE: T CHRISTY ENTERPRISES INC.
P/N: ID~MAX~P2~RC006 {OR APPROVED EQUAL)

WARNING TAG INFORMATION

NOT TO SCALE

-

EXISTING SPRINKLER
RISER SPRAY NOZZLE

PURPLE ID MARKER TAPE
T. CHRISTY ENTERPRISES P/N:
5100 (OR EQUAL)

= \\\.,.\[

RECYCLED WATER RISER MARKER DETAIL

NOT TO SCALE

NOTE: T CHRISTY ENTERPRISES INC.
P/N: ID~MAX—B1~PWO14 (OR APPROVED EQUAL)

CONTROLLER BOX MARKER DECAL
SHOWN AFFIXED TO BOX EXTERIOR
(PLACE TO INTERIOR OF BOX

I POSSIBLE)

’1

i

—

| RECYCLED WATER
DO NOT DRINK

®

NO TOMAR

®

g

[y}

e

i

=
|
ﬂ
i

i

[iXISTING CONTROLLER
BOX

NOTE: T CHRISTY ENTERPRISES, INC.
CATALOG P/N: 4100 (OR APPROVED EQUAL)

CONTROLLER BOX MARKER DETAIL

NOT TO SCALE

9

%A\AQ{
APPROVED BY:
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DATE :
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SITUATION
PARALLEL POTABLE WATER
@i‘}r‘é&wb 5 MIN OR GRAVITY SEWER

fe———— NO JOINT
s 5
|~ POTABLE WATER
JOINT CONTROL —z JOINT CONTROL
CROSSING #1 . RECYCLED WATER
CASE_2A 6 | 4 f ‘2/'
SEE RW-28 -
—= /—— GRAVITY SEWER
e NO JOINT oo
JOINT CONTROL 10 JOINT CONTROL
CROSSING #2 %) p (%/-RECYCLED WATER
CASE 2B | L
SEE RW-2B

MIN

1

| ANITARY SEWER
f /_?ORCE MAIN

fr—eee NO JOINT ————]

JOINT CONTROL

9/— RECYCLED WATER

|—— POTABLE WATER

JOINT CONTROL

CRITERIA

* NO JOINT CONTROL FOR
STEEL, DIP, AND PVC

* JOINT CONTROL FOR
STEEL, DIP, AND PVC

* RECYCLED WATER PIPELINE
SHOULD BE BELOW POTABLE
PIPELINES AND ABOVE STORM
AND SANITARY SEWER PIPELINES.

* NO PVC

* STEEL WITH DOUBLE
WELDED JOINTS

* DIP WITH MECHANICAL
RESTRAINT JOINTS

* LOCATE JOINTS MIN. 10"
FROM THE CROSSING

* STEEL WTH DOUBLE
WELDED JOINTS

* DIP WITH MECHANICAL
RESTRAINT JOINTS

CROSSING #3 _~—10' FOR STEEL OR DIP
P // 10° FOR PVC WITH SLEEVE * LOCATE JOINTS MIN.
10" FROM THE CROSSING
SEE RW-28 =] (STEEL & DIP)
|— GRAVITY SEWER * PVC PIPE WITH JOINT
/ RESTRAINT AND
REQUIRED COMTINUOQUSLY
JOINT CONTROL SLEEVED FOR 20° FROM
THE CROSSING
+Z JOINT CONTROL
RECYCLED WATER
¢ P g ¢
PIPE CLEARANCE REQUIREMENT DETAILS
NOT TO SCALE
oD
RECYCLED WATER % T~ APFROVED BY:
SEPARATION REQUIREMENTS - 1 oae . bEczn | rwah
REVISED : -




BASIC SEPARATION STANDARDS:

CASE 1. PARALLEL CONSTRUCTION

WHEN RECYCLED WATER MAINS ARE AT LEAST 5 FEET (MEASURED FROM EDGE OF PIPE-TO-EDGE OF PIPE) FROM POTABLE WATER AND/OR
SANITARY SEWER MAINS OR STORM DRAINS, RECYCLED WATER MAIN CAN BE INSTALLED WITH STEEL PIPE (SP), DUCTILE IRON (DIP), AND/ PLASTIC
PIPE (PVC) WITHOUT JOINT CONTROL. WHEN LOCATED NEAR A SEWER FORCE MAIN, RECYCLED WATER MAIN IS TO BE CONSTRUCTED MAINTAINING
THE 10 FEET MINIMUM SEPARATION REQUIREMENT AND ONLY SP AND DIP ARE ACCEPTABLE MATERIALS (SEE PARALLEL DETAIL ON CITY STD DETAL

RW~2A).
CASE 2. CROGSING CONSTRUCTION

2A, (SEE CROSSING #1 DETAIL ON CITY STD DETAIL RW-2A) AT CROSSING WHERE RECYCLED WATER MAINS ARE TO BE CONSTRU

FOOT MINIMUM VERTICAL CLEARANCE (MEASURED FROM EDGE-OF-PIPE TO EDGE-OQF—~PIPE) FROM ANY UNDERGROUND UT!LIN'HEZS I;:JEE%DITIQ)NJQ{&&E
WATER LINES, SANITARY SEWERS, STORM DRAINS, GAS LINES, ELECTRICAL DUCTBANKS, ETC. WHEN RECYCLED WATER MAINS ARE 1 FOOT BELOW
THE POTABLE WATER MAINS AND/OR 1 FOOT ABOVE THE SANITARY SEWER MAINS, THE PIPE JOINTS MUST BE LOCATED AT LEAST 5 FEET FROM THE
EXISTING PIPE (MEASURED FROM CENTERLINE OF EXISTING PIPE TO THE JOINT). SP, DIP, AND PVC ARE ALL ACCEPTABLE PIPE MATERIALS.

2B. (SEE CROSSING #2 DETAIL ON CITY STD DETAIL RW-2A) WHEN CROSSING A SANITARY SEWER FORCE MAIN, THE RECYI
BE LOCATED AT LEAST t FOOT ABOVE THE EXISTING FORCE MAIN. ONLY SP WITH DOUBLE WELDED JOINTS AND DIP WITH ﬁéEgAmf‘CTELRLyPAJgST%ﬁ;ED
JOINTS ARE ACCEPTABLE. RECYCLED WATER PIPE JOINTS MUST BE LOCATED AT LEAST 10 FEET FROM THE CENTERLINE OF EXISTING SANITARY

SEWERS FORCE MAIN.

2C. (SEE CROSSING #3 DETAIL ON CITY STD DETAIL RW~2A) WHEN THE RECYCLED WATER MAINS ARE 1 FEET ABOVE THE POTABLE WATER LINES

AND/OR 1 FOOT BELOW THE SANITARY SEWER MAINS, SP SHALL BE CONSTRUCTED WITH DOUBLE WELDED JOINTS, DIP USE
MECHANICAL RESTRAINED JOINTS. BOTH SP AND DIF JOINTS MUST BE LOCATED AT LEAST 10 FEET FROM THE CE’NTDE'RUNEDOFSH&%T:%V%ANWARY

SEWERS AND/OR EXISTING WATER UMNES. IF PVC IS USED FOR RECYCLED WATER PIPELINE AT CROSSING, IN ADDITI T
RESTRAINT DEVICES, A CONTINUOUS SLEEVE FOR A DISTANCE OF 10 FEET ON E{THER SIDE OF CROSSING SHALEIBS'\;NEQ(AL}:EDPINT THRUST

GENERAL NOTES

1. ALL SP USED FOR PIPING SHALL MEET A MINIMUM INTERNAL PRESSURE OF 200 PSI. NO MINIMUM PIPE WALL THICKN
THICKNESS SHALL BE CHOSEN BASED ON THE INTERNAL PRESSURES AND EXTERNAL LOADS EXERTED ON THE PlPE,CTHEESrfog'EQEgS;S%Rea"F;IE’EWALL

DESIGN FOR PIPE WALL THICKNESS MUST BE SPECIFIED).

2. DIP USED FOR PIPING, THE STANDARD PIPE WALL THICKNESS SHALL BE DETERMINED BY THE STANDAR

L A PREE REOUIREMENT, E D RIPELINE DESIGN, THERE IS NO MINIMUM
3. PVC USED FOR PIPING, A DIMENSION RATIO (DR) OF 14 AND PRESSURE CLASS OF 200 MUST BE SPECIFIED. ALSO REFER TO AWWA C900
REQUIREMENTS.

4, PROPER CORROSION PROTECTION TO PIPELINES IS REQUIRED WHICH INCLUDES BUT IS NOT LIMITED TO

DIELECTRIC TREATMENT, AND OTHER CATHODIC PROTECTION. HMITE OUTSIDE COATING, INSIDE LINING,

5. ANY EXCEPTIONS TO THE REQUIREMENTS OF THIS DETAIL REQUIRE A SPECIAL REVIEW AND APPROVAI
DEPARTMENT OF PUBLIC HEALTH. ’ ROVAL SHALL BE GRANTED BY THE CALIFORNIA

RECYCLED WATER % S
SEPARATION REQUIREMENTS - 2 e e e
REvisED ;e Rw-2B




IR

1.

RIGATION SYSTEM NOTES:

ALL WORK SHALL CONFORM TO EXISTING REGULATIONS INCLUDING, BUT NOT LIMITED TO:
L1, CITY OF SUNNYVALE RECYCLED WATER PROGRAM SITE DESIGN REQUIREMENTS (PROVIDED BY THE ENVIRONMENTAL SERVICES DEPARTMENT).
1.2. CA DEPARTMENT OF PUBLIC HEALTH REGULATIONS, IMCLUDING TITLES 17 AND 22.

CHANGES MADE TO THE APPROVED IRRIGATION PLANS SHALL BE SUBMITTED TO THE CITY CROSS CONNECTION SPECIAUST FOR REVIEW AND
APPROVAL AT LEAST FOUR WEEKS PRIOR TO START OF CONSTRUCTION.

AT LEAST FIVE WORKING DAYS PRIOR TOr START OF CONSTRUCTION, THE CONTRACTOR, CUSTOMER, AND CITY CROSS CONNECTION SPECIALIST SHALL
HOLD A PRE-CONSTRUCTICN MEETING.

CONTRACTOR SHALL NOTIFY CITY OF SUNNWYVALE, ENVIRONMENTAL SERVICES DEPARTMENT — RECLAIMED WATER USE SECTION AT TELEPHONE
NUMBER (40B) 730-7900 AND CUSTOMER A MINIMUM OF AT LEAST 2 WEEKS BEFORE WORK BEGINS. THE CONTRACTOR SHALL ALSO NOTIFY
ENVIRONMENTAL SERVICES AND CUSTOMER AGAIN AT LEAST 48 HOURS IN WRISRING BEFORE STARTING ANY ONSITE WORK. CITY NSPECTOR MUST
INSPECT AND/OR VERIFY:

4,1. PRESENCE OF BACKFLOW PREVENTION AT ALL POTABLE POINTS OF CONNECTION,

4.2, MEW UNDERGROUND PIPING (LABELING, CLEARANCES, BURIAL DEPTH, SLEEVING).

4.3, PRESSURE TEST.

4.4, INSTALLATION OF SIGNS, TAGS, LABELS, AND CONTROLLER DECALS.

4.5. SITE PASSED A CROSS—CONNECTION TEST PERFORMED BY A CERTIFIED AWWA CROSS—CONNECTION SPECIALIST,

- 4.8, NEW METER INSTALLATION.

10.

1.
12.

vy
(o

14,

20,

[=4

21,

sy

4.7. COVERAGE TEST.
AT NGO TIME SHALL CROSS—CONNECTION FROM FOTABLE WATER TO RECYCLED WATER BE PERMITIED.

ALL NEW ON-SITE BURIED RECYCLED WATER PIPING SHALL BE IDENTIFIED BY THE FOLLOWING METHODS:

6.1 USING PURPLE-COLORED PVC PIPE WITH CONTINUCUS WORDING "CAUTION — RECYCLED WATER” PRINTED ON GPPOSITE SIDES OF THE PIPE.
PIPE SHALL BE LAID WITH WORDING FACING UFPWARDS.

6.2 WARNING TAPE WITH A MINIMUM WIDTH OF 2 INCHES READING "CAUTION —~ RECYCLED WATER” (N BLACK OR WHITE LETTERING ON PURPLE
BACKGROUND) SHALL RUN CONTINUOUSLY ON TOP OF PIFING AND SHALL BE ATTACHED TO PIFING WITH PLASTIC TAPE BANDED AROUND THE
WARNING TAPE AND THE PIPE EVERY 5 FEET ON CENTER.

CONSTANT--PRESSURE MAINLINE PIPING 2 INCHES AND SMALLER SHALL BE PVC PIPE; COMSTANT PRESSURE MAINLINE PIPING 2 35 INCHES AHD
LARGER SHALL BE CLASS 315; AND INTERIMTTENT-PRESSURE LATERAL PIPING SHALL BE CLASS 200 CR SCHEDULE 40, COPPER PIPE SHALL BE

TYPE "K".
ALl ON—SITE RECYCLED WATER PIPING SHALL BE BURIED TO A MINIMUM DEPTH FROM FUGSHED GRADE 1O TOP OF PIPE (MiNIMUM COVER) OF:

8.1. PRESSURIZED LINES OF 3 INCHES AND LARGER: 24 INCHES
£.2. PRESSURIZED LINES 2 )% INCHES AND SMALLER: 18 INCHES
8.3, INTERMITTENT-PRESSURE LINES: 12 INCHES

ALL RECYCLED WATER PIRING, OTHER THAN SVC PIING WiTH SGLVENT WELDED JOMTS SHALL BE PROTECTED ASAINGT MOVEMENT WITH THRUST
BLOCKS OR RESTRAINED JOINTS OR OTHER APPROVED METHOD.

MANTAIN A 5-FOOT HORIZONTAL SEPARATION BETWEEN PRESSURIZED RECYCLED WATER IRRIGATION PIPING AND POTABLE WATER PIFING. AT PIPC
CROSSINGS, RECYCLED WATER IRRIGATION WATER PIPING MUST BE 12 INCHES BELOW POTABLE WATER LINES. I RECYCLED WAIER PIPNG MUST
CROSS OVER FOTABLE WATER LINES, THE RECYCLED WATER PIPING SHALL BE AT LEAST 12 INCHES ABOVE THE POTABLE LINES AND SHALL BE
INSTALLED IN A PVC SLEEVE WHICH EXTENDS A WiNiUM OF 10 FEET ON EITHER SIDE OF THE POTABLE WATER PIPING (SEE CITY STD DET

RW-024),
POTABLE WATER AND RECYCLED WATER PIFING SMALL NOT BE INSTALLED IN THE SAME TRENCH.

ALL RECYCLED WATER SYSTEM REMOTE CONTROL VALVES, QUICK COUPLING VALVES, GATE VALVES, BLOW OFF VALVES, STRAINERS, AND
PRESSURE~REGULATING VALVES SHALL BE INSTALLED BELOW GRADE IN VALVE BOXES. VALVE BOXES SHALL BE LABELED PER CITY RW—1A.

NO HOSE BIBS SHALL BE ALLOWED ON THE RECYCLED WATER RRIGATION SYSTEM. EXISTING HOSE BIBS TO BE CONNECTED TO RECYCLED WATER

" SHALL BE REPLACED WiTH QUICK COUPLING VALVES. QUICK COUPLING VALVES SHALL BE PER CITY STANDARD DETAIL RW-1B AND LABELED FER

CITY STD DET RW-1A.

LABEL ALL POTABLE WATER METERS AND ABOVE GROUND POTABLE WATER PIPES/DEVICES (BACKFLOW PREVENTERS, HOWE Bi8S, £TC.) WITHIN OUR
NEAR THE RECYCLED WATER USE AREA WiTH TAGS OR LABELS READING "POTABLE WATER™ IN BLACK LETTERS ON BLUE BACKGROUND, PER CITY
STD DET RW~1A, RW-1B, AND RW-1C,

5. ALL RECYCLED WATER IRRIGATION SYSTEMS SHALL INCLUDE THE FOLLOWING:

15.1. A WYE STRAINER (WiTH A 20 MESH OR FINER SCREEN) INSTALLED AS GLOSE AS PRACTICAL TO THE RECYCLED WATER METER BOX.
15.2. A PRESSURE REGULATING VALVE INSTALLED IMMEDIATELY DOWNSTREAM OF THE STRAINER IF BOOSTER PUMP STATION IS NOT PRESENT.
15.3. THESE COMPONENTS SHALL BE INSTALLED WiTH ISOLATION VALVES

- PLACE RECYCLED WATER ADVISORY SIGNS AT ENTRANCE TO THE RECYCLED WATER USE AREA IN A MANNER THAT DOES NOT OBSTRUCT THEM FROM

VIEW.

THE CONTRACTOR SHALL PROVIDE THE ENGINEER AND UPDATE AS NECESSARY, A CONSTRUCTION SCHEDULE THAT SHOWS THE START OF EACH
CONSTRUCTION ACTIVITY, INCLUDING REQUIRED TESTS, INSPECTIONS AND INITIATION OF RECYCLED WATER SERVICE.

THE CONTRACTOR 1S RESPONSIBLE TO COORDGINATE WITH UNDERGROUND SERVICE ALERT (800) 227~2600 AND PROPERTY OWNER TO LOCATE
UTILITY CROSSINGS AND TO EXCAVATE WITH CAUTION TO AVOID UTILITY DAMAGE.

. ALL UTILITIES AND IMPROVEMENTS THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE COMPLETED RESTORED TO THE SATISFACTION OF THE

ENGINEER.

ALL REFUSE AND OTHER DEMOLISHED WORK SHALL BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE LEGALLY DISPOSED OF OFF—SITE.
EXCEPTION IS ANY EXISTING IRRIGATION SYSTEM BACKFLOW PREVENTER DEVICE — REUSE BACKFLOW DEVICE IS PUSSIBLE AND ON THE UNIVERSITY
OF SOUTHERN CALIFORNIA (USC) APPROVAL LIST. OTHERWISE CONTACT CITY TO DETERMINE IF SITE OWNER WISHES TO SALVAGE THE DEVICE AND
PROVIDE TO OWNER I REQUESTED, OTHERWISE DISPOSE.

CONTRACTOR IS PROHIBITED FROM DiSCHARGING POLLUTANTS (OILS, GARBAGE, CHEMICALS, SEDIMENTS, SOIS, ETC.) TO THE STORM DRAIN SYSTEM,

DESIGN DRAWING GENERAL NOTES -1 | pare .+ secmera |
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< APPROVEN BY:
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IRRIGATION SYSTEM NOTES (CONTINUED FROM RW-3A):

22. PRIOR TO TURNING OFF ANY WATER METER OR OTHER UTILITY, THE CONTRACTOR SHALL COORDINATE WITH ENGINEER TO ESTABLISH WORKING
HOURS, AGCESS, AND OTHER CONSTRAINTS FOR EACH SITE, THE CONTRACTOR SHALL NOTIFY CUSTOMER AND THE ENGINEER TWO WEEKS BEFORE
THE PLANNED OUTAGE AND AT LEAST THREE DAYS IN ADVANCE OF THE ACTUAL GUTAGE.

23. PRIOR TO RECEIVING RECYCLED WATER, EACH SITE MUST BE PERMITIED BY CITY OF SUNNYVALE ENVIRONMENTAL SERVICES DEPARTMENT. A PERMIT

WILL BE GRANTED AFTER:
23.1. CONSTRUCTION HAS BEEN COMPLETED AND INSPECTED TO SHOW CONFORMANCE TO CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

APPROVED PLANS,
23.2.SITE HAS PASSED REQUIRED CROSS—CONNECTION TEST PERFORMED BY A CERTIFIED AWWA CROSS—CONNECTION SPECIALIST,

23.3. A FINAL ON~GITE INSPECTION HAS BEEN CONDUCTED TO CONFIRM THAT ALL REQUIREMENTS HAVE BEEN MET.
23.4.THE OWNERS OR. OWNER’S REPRESENTATIVE HAS COMPLETED CITY RECYCLED WATER SITE—SUPERVISORY TRAINNG. FOR TRAINING CONTACT

ENVIRONMENTAL SERVICES DEPARTMENT AT (408) 730-7800.

24. ALL RECYCLED WATER METERS WLL BE IN PLACE AND LOCKED OFF, OR Will BE SET BY THE ENVIRONMENTAL SERVICES DEPARTMENT, BEFORE
CONSTRUCTION 15 COMPLETED. AFTER THE SITE PASSES A CROSS—CONNECTION TEST, THE RECYCLED WATER METER WILL BE UNLOCKED BY THE
ENVIRONMENTAL SERVICES STAFF.

25. NO_DVERSPRAY OR RUNOFF OF RECYCLED WATER SHALL BE ALLOWED ON ANY NON-APPROVED USE AREA, UPON RECEMVING RECYCLED WATER,
THE ON-SITE SPRAY MIST OR RUNOFF SHALL NOT ENTER DWELLINGS OR DESIGNATED OUTDOOR EATING AREAS. DRINKING WATER FOUNTAINS BE
PROTECTED AGAINST CONTACT WITH RECYCLED WATER SPRAY, MIST. OR RUNOFF,

26. CONTRACTOR SHALL SUBMiT RECORD DRAWNGS SHOWING AS—BUILT CONDITIONS OF IRRIGATION SYSTEM AND RELATED WORK TO THE
ENVIRONMENTAL SERVICES DEPARTMENT ~ RECYCLED WATER SECTION WITHIN 30 DAYS OF SITE RECEMNG RECYCLED WATER.

7. NO IRRIGATION WITH DISINFECTED JERTIARY RECYCLED WATER SHALL TAKE PLACE WITHIN 50 FEET OF ANY DOMESTIC WATER SUPPLY WELL UNLESS

ALL OF THE FOLLOWING CONDITIONS HAVE BEEN MET:
27.1, A GEOLOGICAL INVESTIGATION DEMONSTRATES THAT AN AQUITARD EXISTS AT THE WELL BETWEEN THE UFPERMOST AQUIFER BEING DRAWN

FROM AND YHE GROUND SURFACE.
27.2.THE WELL CONTAINS AN ANNULAR SEAL THAT EXTENDS FROM THE SURFACE INTO THE AQUITARD.
27.3.THE WELL 1S HOUSED 70 PREVENT ANY RECYCLED WATER SPRAY FROM COMING INTD CONTACT WITH THE WELLMEAD FACILITIES,
27.4,THE GROUND SURFACE IMMEDIATELY AROUND THE WELLHEAD IS CONTOURED TO ALLOW SURFACE WATER TO DRAIN AWAY FROM THE weELL,
27.5.THE OWNER OF THE WELL APPROVES THE ELIMINATION OF THE RUFFER ZONE REQUIREMENT.

28. NO IMPOUNDMENT OF DISINFECTED TERTIARY RECYCLED WATER SHALL GCCUR WITHIN 100 FEET OF ANY DOMESTIC WATER SUPPLY WELL.

29. INSTALL BACKFLOW PREVENTER ASSEMBLY O ALL POTABLE WATER AND FIRE SERVICES PER CITY STD DET 18B~1.

30. PRIOR TO ACTUAL SERVICE COMNECTION 1O RECYCLED WATER SYSTEM, CONTRACTOR SHALL PROVIDE TEMPORARY PIPING TO POTABLE SYSTEM SO
THAT CITY PURSONNEL MAY PERFORM CROSS—CONNECTION TEST, UPON SUCCESSFUL CROSS—CONNECTION TEST, CONTRACTOR SHALL REMOVE
TEMPORARY PIPING AND PERFORM FINAL CONNECTICN TO THE RECYCLED WATER METER.

CONTRACTOR SHALL RESTORE THE AREAS IMPACTED BY THE CONSTRUCTION TO THEIR ORIGINAL CONDITION UNLESS OTHERWISE NOTED.

32. AUD RECYCLED WATER DECAL STICKER TO THE EXTERIOR OF ALL IRRIGATION CONTROLLERS OPERATING IN THE RECYCLED WATER USE AREA.

RECYCLED WATER % S T —
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BUILDING LOT

BUILDING ,
SEE NOTE 2 SEE NOTE 2 PROPERTY
ol z f fm / LINE OR
o o DEVELOPER
Wiy O i = i
ok i ?5]5 w‘i COMPLEX
552 i gy s
i S 3z [
- 1]

METER RPBP R
\UAOF— 1+ 1
METER RPBP "
\UAOF —+f~E
METER RPBP o
Ak —+ 1
RPDA

;-— PUBLIC RIGHT-OF-WAY

|
|
|
‘\ CURB LINE
AMINNET ] I/
= SEPARATION X Z
Y A ! | DOMESTIC WATER MAIN
/ A
Eg ¥ RECYCLED WATER MAIN

STREET - SIDE

NOTE:
1. ALL BACKFLOW PREVENTERS MUST BE APPROVED PER CITY STANDARD DETAIL 208 OR 20B-1.

2. BACKFLOW PREVENTER FOR RECYCLED WATER SYSTEM MUST MEET PLUMBING CODE AND
CALIFORNIA CODE OF REGULATION REQUIREMENTS.

3. METERS TO BE INSTALLED PER STANDARD DETAIL DRAWING 4B, 4B-1A AND RW-1A

ABBREVIATIONS:
RPBP REDUCED PRESSURE BACKFLOW PREVENTER
RPDA REDUCED PRESSURE DETECTOR ASSEMBLY

! N
INSTALLATION OF RECYCLED % TR

)  APPROVED BY:

WATER SERVICE LINES T
REVISED: FEB 2017 RwW-4




POTABLE RECYCLED
SUPPLY SUPPLY

L__}D_UTF__J

2%D
1" "FLoOD" LEVEL

(3) 2§ DIAMETER

CONNECTION 4 ) 2"|.P.SBY FIRE

HYDRANT HOSE THREAD
2" FIPS x 2" MIPS

SEE DWARF HYDRANT

DETAIL RW-G/

CITY STANDARD
FIRE HYDRANT
PAINTED WHITE

2"HOSE

W RN
TYPICAL POTABLE TYPICAL RECYCLED
CONNECTION CONFIGURATION CONNECTION CONFIGURATION

o

&
o]
—
m
»

THE POTABLE SUPPLY PIPELINE ON TRUCK SHALL BE PAINTED BLUE WITH
"POTABLE WATER" STENCILED ON THE PIPELINE,

THE RECYCLED SUPPLY PIPELINE ON TRUCK SHALL BE PAINTED PURPLE
WITH "RECYCLED WATER" STENCILED ON THE PIPELINE.

THE POTABLE SUPPLY CONNECTION BETWEEN THE HOSE AND HYDRANT
SHALL BE A STANDARD 24" DIAMETER THREADED CONNECTION

THE RECYCLED SUPPLY CONNECTION BETWEEN THE HOSE AND HYDRANT
SHALL BE A STANDARD 2" DIAMETER THREADED CONNECTION

ONONOMONO!

SIGNAGE IS REQUIRED ON BOTH SIDES, WITH WORDING "RECYCLED WATER -
DO NOT DRINK" AND THE INTERNATIONAL SYMBOL SHOWN.

TYPICAL TRUCK AND WATER SUPPLY SYSTEMS % %’Qg@x‘

DWG,

DATE: APRIL 2016 ) RW-5




2" ANGLE FIRE HYDRANT VALVE

BRONZE 1.P.S. BY HOSE THREAD
JAMES JONES J-383 OR EQUAL —

2" BRASS PIPE
REGULAR THICKNESS ASTM B-43 —

2" MUELLER 110
H-15451 STRAIGHT COUPLING o

CHRISTY G-5 r=1

(PAINT LID PURPLE)
RECLAIMED ON LID

’

HYDRANT COVER

PIPELINE PRODUCTS WTS-858E OR
APPROVED EQUAL (COLOR—PURPLE).
MAINTAIN 24" CLEAR SPACE ON ALL
SIDES.

1'_'4";

2"’6”

EXIST. CURB & GUTTER
\/'-.;-,-,L—;_ e RS ®
) \ (7744

NEW / EXISTING

STANDARD 8" PVC
8" RW PIPELINE DAR

RISER PIPE- '—\

HLA
"l

\-‘ 2" COPPER TUBE

COPPER MUELLER

SERVICE SADDLE DOUBLE
STRAP BRONZE MUELLER
TYPE DR25 OR EQUAL

NOTE:

TYPE K (SEE NOTE)

I'

2” BRASS CORP. STOP
B-25008 OR EQUAL

WRAP WITH 20 MIL
TAPE WHERE CONCRETE MEETS PIPE

PROVIDE 4" THICK CONCRETE PAD
CENTERED AROUND VALVE BOX IF QUTSIDE
OF PAVED AREAS AND SECURE HYDRANT
COVER TO CONCRETE WITH 3/8" WEDGE

"~ ANCHORS

2" COPPER TUBE TYPE K
(SEE NOTE)

2" 90" ELL MUELLER
H-15526 OR EQUAL

2" BRONZE CURB STOP
MUELLER (B-25155.3)
OR EQUAL

ALL BURIED COPPER TUBE TYPE K TO BE PRIMED AND WRAPPED WITH 20 ML POLYETHYLENE OR PLASTIC

SLEEVED AND TAPED.

DWARF HYDRANT DETAIL

NO SCALE

DWARF HYDRANT

L W W S
C__) APPROVED BY:
DATE : APRIL 2016 pwe.
REVISED : RW-6




